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PIPE CLAMP THERMOCOUPLES 

Part Number Sequence TPC1-JG-04230 See tables on page 54

TPC1

Sensor Type 
& Style No.

J

Thermocouple
Type

G

Junction 
Type

042

“A”
Dimension

0

Termination
Option

3

“D”
Dimension

- -

“D” Dimension Options
“D” Dimension 

Number Description

N ½” to ⅞”
1 ⅞” to 1 ¼”
2 1 ¼” to 2 ¼”
3 2 ¾” to 3 ⁵/₁₆”
4 3 ¼” to 4 ¼”
5 4 ¼” to 5 ¼”

Termination Options
Termination Number Description

0 2” Split Leads
1 #6 Spade Lugs
3 Standard Plug

TPCA

TPC1

“D” Dimension
In Inches

Specify
Thermocouple

and Junction Type 1”

“A” Dimension
In Inches

Stainless Steel 
Overbraid Shield

Specify Termination
Number

Leadwire Conductor is Stranded with Fiberglass Insulation and Stainless Steel Overbraid Shield

1”

2” 
Standard

PIPE CLAMP ADAPTERS 

Pipe Diameter
“D” Dimension

1 ¾”

⁷/₁₆”
Bayonet Adapter

“D” Dimension Options
“D” Dimension 

Number Description

N ½” to ⅞”
1 ⅞” to 1 ¼”
2 1 ¼” to 2 ¼”
3 2 ¾” to 3 ⁵/₁₆”
4 3 ¼” to 4 ¼”
5 4 ¼” to 5 ¼”

Part Number Sequence TPCA-2

TPCA

Sensor Type 
& Style No.

2

“D”
Dimension

-
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