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SURFACE MOUNT THERMOCOUPLES

Termination Options
Termination Number Description

0 2” Split Leads
1 #6 Spade Lugs
3 Standard Plug
4 Standard Jack
X Special, Specify

Mounting Hole Options
Mounting Hole Type Stud Size Hole Diameter

A No. 6 .144”
B No. 8 .169”
C No. 10 .196”
D ¼” .266”
E ⅜” .390”

Part Number Sequence TSM1-JG-0240C See tables on page 54

TSM1

Sensor Type 
& Style No.

J

Thermocouple
Type

G

Junction 
Type

024

“A”
Dimension

0

Termination
Option

C

Mounting Hole
Diameter

- -

Part Number Sequence TSM2-JG-0180B See tables on page 54

TSM2

Sensor Type 
& Style No.

J

Thermocouple
Type

G

Junction 
Type

018

“A”
Dimension

0

Termination
Option

B

Mounting Hole
Diameter

- -

Termination Options
Termination Number Description

0 2” Split Leads
1 #6 Spade Lugs
3 Standard Plug
4 Standard Jack
X Special, Specify

Mounting Hole Options
Mounting Hole Type Stud Size Hole Diameter

A ¼” ⁹/₃₂”
B ⁵/₁₆” ¹¹/₃₂”
C ⅜” ¹³/₃₂”
D ⁷/₁₆” ¹⁵/₃₂”
E ½” ¹⁷/₃₂”

TSM1 - Ring Lug

“A” Dimension
In Inches

Stainless Steel Overbraid Shield

Specify Thermocouple
and Junction Type

Mounting Hole
Diameter

Specify Termination  
Number

Leadwire Conductor is Stranded with Fiberglass Insulation and Stainless Steel Overbraid Shield

2” Standard

1” Standard

“A” Dimension
In Inches

1” Standard

2” Standard

Stainless Steel Overbraid Shield
Specify Termination Number Specify Thermocouple

and Junction Type
0.125” Thick Stainless Steel Washer

Mounting Hole
Diameter

0.620”

0.620”

TSM2 - Gasket with Bracket
Leadwire Conductor is Stranded with Fiberglass Insulation and Stainless Steel Overbraid Shield

1 ¼”
1”
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SURFACE MOUNT THERMOCOUPLES

Mounting Hole Options
Mounting 
Hole Type

Stud 
Size

Hole
Diameter

A No. 6 .144”
B No. 8 .169”
C No. 10 .196”
D ¼” .266”
E ⅜” .390”`
P Mounting Patch

Termination Options
Termination 

Number Description

0 2” Split Leads
1 #6 Spade Lugs
3 Standard Plug
4 Standard Jack
X Special, Specify

Leadwire Options
Code Description

G Fiberglass Stranded

H Fiberglass/Stainless Steel 
Overbraid Stranded

J Fiberglass/Stainless Steel 
Armor Stranded

Pad Material
Code Description

B Brass
K Kapton
S Silicone Rubber

Pad Thickness
Code Description

D ¼"
F ⅜"
H ½"

Pad Width
Code Description
00M Standard  ¾"

Pad Length
Code Description
010 Standard  1"

TSM3 - Heavy Duty Surface Mount

“A” Dimension In Inches

Stainless Steel Overbraid Shield

Specify Termination  
Number

Leadwire Conductor is Stranded with Fiberglass Insulation and Stainless Steel Overbraid Shield

2” Standard

1” Standard

¼” Thick

Pad Width

Pad 
Length

1”

Epoxy
Seal

Mounting Hole
Diameter

TSM4 - Adhesive Patch
Leadwire Conductor is Stranded with Fiberglass Insulation and Stainless Steel Overbraid Shield

“A” Dimension In Inches

Stainless Steel Overbraid Shield

Specify Termination  
Number

2” Standard

1” Standard
Pad

Length

Pad Width

Part Number Sequence TSM3-JU-BA00M010-024G0C See tables on page 54

C

Mounting Hole
Diameter/Patch

TSM3

Sensor Type 
& Style No.

J

Thermocouple
Type

U

Junction 
Type

00M

Pad
Width

010

Pad
Length

B

Pad
Material

A

Pad
Thickness

0

Termination
Option

G

Leadwire
Option

024

"A"
Dim.

- - -
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