
FEATURES
• Continuous operating temperatures • Stainless steel sheath for corrosion

to 1200°F. Intermittent operating resistance
temperatures to 1500°F • Optional internal thermocouple for

• Rapid heating and cooling due to temperature control
low mass construction • Available in profiled coil

• Heating elements sealed from configuration for maximum
contamination efficiency

LEAD ADAPTER ORIENTATIONS

STYLE A1 STYLE A2

STYLE A3 STYLE A4 STYLE A5

I.D.
LEAD LENGTH

"L" LENGTH

FIBERGLASS OVERBRAID
FLEX CABLE

FIBERGLASS LEAD

COIL HEATERS
00



JTC
(Y/N)

GRD
(Y/N)

LEAD
LENGTH

TYPE
VOLTSWATTSLENGTHIDPART NO.

KH1140 0.500 1.45 250 240 36" FLH Y Y
KH1141 0.500 2.00 340 240 36" FLH Y Y
KH1142 0.500 2.50 450 240 40" FLH Y Y
KH1143 0.500 2.50 450 240 40" FLH Y Y
KH1144 0.500 4.50 300 240 36" FLH Y Y
KH1145 0.500 4.50 300 240 36" FLH Y Y
KH1146 0.500 4.50 300 120 48" FLH Y Y
KH1147 0.500 4.50 400 240 48" FLH Y Y
KH1148 0.625 0.98 225 240 42" FGS Y Y
KH1149 0.625 2.00 300 240 36" FGS Y Y
KH1150 0.625 2.50 350 240 36" FGS Y Y
KH1151 0.625 3.00 400 240 36" FGS Y Y
KH1152 0.625 3.50 425 240 36" FGS Y Y
KH1153 0.625 4.00 500 240 36" FGS Y Y
KH1154 0.625 5.00 500 240 36" FGS Y Y
KH1155 0.625 6.00 550 240 36" FGS Y Y
KH1156 0.750 1.44 250 240 36" FGS Y Y
KH1157 0.750 1.75 315 240 45" FGS Y Y
KH1158 0.750 1.94 300 240 36" FGS Y Y
KH1159 0.750 2.44 350 240 36" FGS Y Y
KH1160 0.750 2.44 315 240 45" FGS Y Y
KH1161 0.750 2.94 400 240 36" FGS Y Y
KH1162 0.750 3.44 425 240 36" FGS Y Y
KH1163 0.750 4.44 500 240 36" FGS Y Y
KH1164 0.750 5.44 500 240 36" FGS Y Y
KH1165 0.875 2.13 400 240 36" FGS Y Y
KH1166 0.875 2.63 450 240 36" FGS Y Y
KH1167 0.875 3.13 550 240 36" FGS Y Y
KH1168 0.875 3.63 700 240 36" FGS Y Y
KH1169 0.875 4.13 800 240 36" FGS Y Y
KH1170 0.875 5.13 900 240 36" FGS Y Y
KH1171 0.875 6.13 1000 240 36" FGS Y Y
KH1172 0.875 7.13 1100 240 36" FGS Y Y
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VOLTSWATTSLENGTHIDPART NO.

KH1430 0.500 2.00 340 120 or 240 36" FGS Y Y
KH1431 0.500 2.50 340 120 or 240 36" FGS Y Y
KH1432 0.500 3.00 380 120 or 240 36" FGS Y Y
KH1433 0.500 3.50 380 120 or 240 36" FGS Y Y
KH1434 0.500 4.50 400 120 or 240 36" FGS Y Y
KH1435 0.500 5.50 400 120 or 240 36" FGS Y Y
KH1436 0.500 6.50 400 120 or 240 36" FGS Y Y
KH1437 0.875 2.60 480 240 36" FGS Y Y
KH1438 0.875 3.00 480 240 36" FGS Y Y
KH1439 0.875 3.60 550 240 36" FGS Y Y
KH1440 0.875 4.00 550 240 36" FGS Y Y
KH1441 0.875 5.00 650 240 36" FGS Y Y
KH1442 0.875 6.00 650 240 36" FGS Y Y
KH1443 0.875 7.00 650 240 36" FGS Y Y
KH1444 0.875 8.00 630 240 36" FGS Y Y
KH1445 0.875 9.00 630 240 36" FGS Y Y
KH1446 0.875 10.00 850 240 36" FGS Y Y
KH1447 0.875 11.00 850 240 36" FGS Y Y
KH1448 0.875 12.00 850 240 36" FGS Y Y
KH1449 0.875 13.00 850 240 36" FGS Y Y
KH1450 0.875 14.00 850 240 36" FGS Y Y
KH1451 1.250 2.50 600 120 or 240 36" FGS Y Y
KH1452 1.250 4.50 800 120 or 240 36" FGS Y Y
KH1453 1.250 6.50 1100 120 or 240 36" FGS Y Y
KH1454 1.250 8.50 1400 120 or 240 36" FGS Y Y
KH1455 1.250 10.50 1600 120 or 240 36" FGS Y Y

.125 OD ROUND FIBERGLASS SLEEVING, STYLE A5 TERMINATION EXIT

.085 x .145 RECTANGULAR SHEATH FIBERGLASS SLEEVING, STYLE A5 TERMINATION EXIT

COIL HEATER STANDARD SIZES
00






